
WIRE	AND	CABLE	TACKER	STAPLERS	AND	STAPLES

UPDATED:	12/23/16 COPYRIGHT	2014	aCME	STAPLE	COMPANY	INC.
NOT	TO	BE	USE	INANY	MANNER	DETRIMENTAL	TO	THE	COPYRIGHT	HOLDER

STAPLER	 CROWN LEG	LENGTH
UNPAINTED PAINTED	BEIGE PAINTED	BLACK PAINTED	WHITE UNPAINTED PAINTED	BEIGE PAINTED	BLACK PAINTED	WHITE

Bell	Wire 20/2	AWG
ACME	18A 3/16" 3/8" 652102 652103 652104 652105 CAT	 3	(2-4	Pair)
(Arrow	T-18) Arrow	Equivalent 186 186BE 186M 186MB 	Coax --

Fire	Alarm	Cable 18/2	AWG
7/16" 652138 652139 652140 652141 652138WH Security	System	Cable 22/2	AWG

Arrow	Equivalent 187 187BE 187M 187MB NONE Stranded	Wire up	to	12	AWG

Telephone	Station	Wire 2/4	Pair
1/2" 652107		(5M) Thermostat	Wire 18/2	AWG

Acme		P/N	654018B Arrow	Equivalent NONE NM	(Building)	Wire --

Bell	Wire 18/3	AWG
ACME	25A 1/4" 9/32" 652156 652158 CAT	 3	(12	Pair)
(Arrow	T-25) Arrow	Equivalent NONE NONE 	Coax --

Fire	Alarm	Cable 18/2	&	18/4	AWG
3/8" 652108 652109 652110 652111 Security	System	Cable 18/2	AWG

Arrow	Equivalent 256 256BE 256M 256MB Stranded	Wire 8	&	10	AWG

Telephone	Station	Wire 6	Pair
7/16" 652150 652151 652152 652153 Thermostat	Wire 18/3	through	18/8

Acme	P/N	654025B Arrow	Equivalent 257 257BE 257M 257MB NM	(Building)	Wire --

9/16" 652114 652115 652116 652117

Arrow	Equivalent 259 259BE 259M 259MB

Bell	Wire 18/3	AWG

ACME	25AC◊ 1/4" 19/32" 652166 652167 652167BL 652167WH 652168 CAT	 5,5E,	6
(Alternative	to Arrow	Equivalent NONE NONE NONE NONE NONE 	Coax Small	diameter	RG6
Arrow	T-59)

Fire	Alarm	Cable --

Security	System	Cable --

Stranded	Wire --

Telephone	Station	Wire --

Thermostat	Wire --

Acme	P/N	654025AC NM	(Building)	Wire --

Notes: ARROW	FASTENERS	P/Ns	SHOWN	ARE	APPROXIMATE	EQUIVALENTS	BASED	ON	PUBLICLY	AVAILABLE	INFORMATION

LEG LENGTH, MATERIAL, AND PAINT COLOR COMBINATIONS NOT LISTED ABOVE ARE AVAILABLE BY SPECIAL ORDER (603)	934-2320
	(MINIMUM	ORDER	REQUIRED) info@acmestaple.com	

www.acmestaple.comALWAYS verify all wire/cable diameters PRIOR to stapling due to manufacturers varying wire specifications.

GALVANIZED	STEEL	-	ACME	P/Ns	with	ARROW	Equivalents
MONEL®	-	ACME	P/Ns	with	ARROW	Equivalents	
(MONEL®	IS	A	TRADEMARK	OF	HUNTINGTON	ALLOYS	CORPORATION) APPLICATION

◊=	Model	25AC	IS	designed	to	drive	the	specially	configured	staples	to	a	pre-
determined	depth	in	most	substrates,	thus	making	it	virtually	impossible	for	the	
Broadband	wires	to	be	crushed.		(US	Patent	no.	6.848,607)



WIRE	AND	CABLE	TACKER	STAPLERS	AND	STAPLES

UPDATED:	12/23/16 COPYRIGHT	2014	aCME	STAPLE	COMPANY	INC.
NOT	TO	BE	USE	INANY	MANNER	DETRIMENTAL	TO	THE	COPYRIGHT	HOLDER

STAPLER	 CROWN LEG	LENGTH
UNPAINTED PAINTED	BEIGE PAINTED	BLACK PAINTED	WHITE UNPAINTED PAINTED	BEIGE PAINTED	BLACK PAINTED	WHITE

CAT	 3	(12-32	Pair)
ACME	37A 3/8" 3/8" 652118 652142 	Coax RG59/62
(Arrow	T-37) Arrow	Equivalent 376 NONE Fire	Alarm	Cable --

Security	System	Cable --
1/2" 652120 Stranded	Wire --

Arrow	Equivalent 378 Telephone	Station	Wire --

Thermostat	Wire 18/7	(Flat)
9/16" 652122 652146 NM	(Building)	Wire --

Acme	P/N	654037B Arrow	Equivalent 379 NONE

Bell	Wire --

ACME	37AC◊ 3/8" 19/32" 652174 652175 652176 CAT	 --
(Alternative	to Arrow	Equivalent NONE NONE NONE 	Coax RG6/RG6QUAD	and	others
Arrow	T-59)	 1074111 Fire	Alarm	Cable --

Security	System	Cable --

Stranded	Wire --

Telephone	Station	Wire --

Thermostat	Wire --

Acme	P/N	654037AC NM	(Building)	Wire --

	Coax Twin	RG6/RG6QUAD

ACME	75A 1/2" 9/16" 652162 652164 NM	(Building)	Wire 14/2,12/2	(UL	Listed)

(Arrow	T-75) Arrow	Equivalent 759 759BE 759M Smaller	Wires Bundled	

5/8" 652126 652128 652129

Arrow	Equivalent 7510S 7510BE NONE NONE

UL	Listed 652126R

Acme	P/N	654075B Arrow	Equivalent NONE

	Coax Twin	RG6/RG6QUAD

1/2" 7/8" 652132 652134 652135 NM	(Building)	Wire
Arrow	Equivalent 7514/7514S 7514BE 7514MB NONE

UL	Listed 652132R Smaller	Wires Bundled	

Arrow	Equivalent NONE

Notes: ARROW	FASTENERS	P/Ns	SHOWN	ARE	APPROXIMATE	EQUIVALENTS	BASED	ON	PUBLICLY	AVAILABLE	INFORMATION

LEG LENGTH, MATERIAL, AND PAINT COLOR COMBINATIONS NOT LISTED ABOVE ARE AVAILABLE BY SPECIAL ORDER (603)	934-2320
	(MINIMUM	ORDER	REQUIRED) info@acmestaple.com	

www.acmestaple.com

14/3,	Twin	14/3,	14/2,	Twin	14/2,
12/3,	Twin	12/3,	12/2,	Twin	12/2,
10/3	(UL	Listed)

ALWAYS verify all wire/cable diameters PRIOR to stapling due to manufacturers varying wire specifications.

GALVANIZED	STEEL	-	ACME	P/Ns	with	ARROW	Equivalents
MONEL®	-	ACME	P/Ns	with	ARROW	Equivalents	
(MONEL®	IS	A	TRADEMARK	OF	HUNTINGTON	ALLOYS	CORPORATION) APPLICATION

◊=	Model	37AC	IS	designed	to	drive	the	specially	configured	staples	to	a	pre-
determined	depth	in	most	substrates,	thus	making	it	virtually	impossible	for	the	
Broadband	wires	to	be	crushed.		(US	Patent	no.	6.848,607)
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